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(ii) The fuel tank contains no liquid 
or gaseous fuel. A fuel tank may be 
considered as not containing fuel when 
the fuel tank and the fuel lines have 
been completed drained, sufficiently 
cleaned of residue, and purged of va-
pors to remove any potential hazard; 

(iii) It is not equipped with a wet bat-
tery (including a non-spillable bat-
tery), a sodium battery or a lithium 
battery; and 

(iv) It contains no other hazardous 
materials subject to the requirements 
of this subchapter. 

(22) Non-infectious specimens trans-
ported in accordance with § 173.4b(b). 

(23) Insulated packagings containing 
refrigerated liquid nitrogen when car-
ried in checked or carry-on baggage in 
accordance with the ICAO Technical 
Instructions (IBR, see § 171.7 of this 
subchapter), Packing Instruction 202, 
the packaging specifications in part 6, 
chapter 5, and special provision A152. 

(24) Small cartridges fitted into de-
vices with no more than four small cyl-
inders of carbon dioxide or other suit-
able gas in Division 2.2. The water ca-
pacity of each cylinder must not ex-
ceed 50 mL (equivalent to a 28 g carbon 
dioxide cartridge), with the approval of 
the operator. 

(b) The exceptions provided in para-
graph (a) of this section also apply to 
aircraft operators when transporting 
passenger or crewmember baggage that 
has been separated from the passenger 
or crewmember, including transfer to 
another carrier for transport to its 
final destination. 

(c) The requirements to submit inci-
dent reports as required under §§ 171.15 
and 171.16 of this subchapter apply to 
the air carrier. 

[71 FR 14604, Mar. 22, 2006, as amended at 71 
FR 78634, Dec. 29, 2006; 72 FR 44950, Aug. 9, 
2007; 73 FR 4719, Jan. 28, 2008; 73 FR 23367, 
Apr. 30, 3008; 74 FR 2266, Jan. 14, 2009; 75 FR 
73, Jan. 4, 2010; 76 FR 3381, Jan. 19, 2011; 76 FR 
43531, July 20, 2011; 76 FR 82178, Dec. 30, 2011; 
78 FR 1093, 1117, Jan. 7, 2013; 78 FR 65485, Oct. 
31, 2013; 79 FR 46040, Aug. 6, 2014] 

§ 175.20 Compliance and training. 
An air carrier may not transport a 

hazardous material by aircraft unless 
each of its hazmat employees involved 
in that transportation is trained as re-
quired by subpart H of part 172 of this 

subchapter. In addition, air carriers 
must comply with all applicable haz-
ardous materials training requirements 
in 14 CFR part 121 and 135. 

§ 175.25 Notification at air passenger 
facilities of hazardous materials re-
strictions. 

(a) Notices of requirements. Each per-
son who engages in for-hire air trans-
portation of passengers must display 
notices of the requirements applicable 
to the carriage of hazardous materials 
aboard aircraft, and the penalties for 
failure to comply with those require-
ments in accordance with this section. 
Each notice must be legible, and be 
prominently displayed so it can be seen 
by passengers in locations where the 
aircraft operator issues tickets, checks 
baggage, and maintains aircraft board-
ing areas. At a minimum, each notice 
must communicate the following infor-
mation: 

(1) Federal law forbids the carriage of 
hazardous materials aboard aircraft in 
your luggage or on your person. A vio-
lation can result in five years’ impris-
onment and penalties of $250,000 or 
more (49 U.S.C. 5124). Hazardous mate-
rials include explosives, compressed 
gases, flammable liquids and solids, 
oxidizers, poisons, corrosives and radio-
active materials. Examples: Paints, 
lighter fluid, fireworks, tear gases, ox-
ygen bottles, and radio-pharma-
ceuticals. 

(2) There are special exceptions for 
small quantities (up to 70 ounces total) 
of medicinal and toilet articles carried 
in your luggage and certain smoking 
materials carried on your person. For 
further information contact your air-
line representative. 

(b) Ticket purchase. During the ticket 
purchase process, regardless if the 
process is completed remotely (e.g., via 
the Internet or phone) or when com-
pleted at the airport, with or without 
assistance from another person (e.g., 
automated check-in facility), the air-
craft operator must ensure that infor-
mation on the types of hazardous ma-
terials a passenger is forbidden to 
transport aboard an aircraft is pro-
vided to passengers. Information may 
be in text or in pictorial form and, ef-
fective January 1, 2015, must be such 
that the final ticket purchase cannot 
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be completed until the passenger or a 
person acting on the passenger’s behalf 
has indicated that it understands the 
restrictions on hazardous materials in 
baggage. 

(c) Check-in. Effective January 1, 
2015, when the flight check-in process 
is conducted remotely (e.g., via the 
Internet or phone) or when completed 
at the airport, without assistance from 
another person (e.g., automated check- 
in kiosk), the aircraft operator must 
ensure that information on the types of 
hazardous materials a passenger is for-
bidden to transport aboard an aircraft 
is provided to passengers. Information 
may be in text or in pictorial form and 
should be such that the check in proc-
ess cannot be completed until the pas-
senger or a person acting on the pas-
senger’s behalf has indicated that it 
understands the restrictions on haz-
ardous materials in baggage. 

(d) Signage. When the check in proc-
ess is not conducted remotely (e.g., at 
the airport with the assistance of an 
airline representative), passenger noti-
fication of permitted and forbidden 
hazardous materials may be completed 
through signage (electronic or other-
wise), provided it is legible and promi-
nently displayed. 

[78 FR 65486, Oct. 31, 2013] 

§ 175.26 Notification at cargo facilities 
of hazardous materials require-
ments. 

(a) Each person who engages in the 
acceptance or transport of cargo for 
transportation by aircraft shall display 
notices to persons offering such cargo 
of the requirements applicable to the 
carriage of hazardous materials aboard 
aircraft, and the penalties for failure to 
comply with those requirements, at 
each facility where cargo is accepted. 
Each notice must be legible, and be 
prominently displayed so it can be 
seen. At a minimum, each notice must 
communicate the following informa-
tion: 

(1) Cargo containing hazardous mate-
rials (dangerous goods) for transpor-
tation by aircraft must be offered in 
accordance with the Federal Hazardous 
Materials Regulations (49 CFR parts 
171 through 180). 

(2) A violation can result in five 
years’ imprisonment and penalties of 
$250,000 or more (49 U.S.C. 5124). 

(3) Hazardous materials (dangerous 
goods) include explosives, compressed 
gases, flammable liquids and solids, 
oxidizers, poisons, corrosives and radio-
active materials. 

(b) The information contained in 
paragraph (a) of this section must be 
printed: 

(1) Legibly in English, and, where 
cargo is accepted outside of the United 
States, in the language of the host 
country; and 

(2) On a background of contrasting 
color. 

(c) Size and color of the notice are 
optional. Additional information, ex-
amples, or illustrations, if not incon-
sistent with required information, may 
be included. 

(d) Exceptions. Display of a notice re-
quired by paragraph (a) of this section 
is not required at: 

(1) An unattended location (e.g., a 
drop box) provided a general notice ad-
vising customers of a prohibition on 
shipments of hazardous materials 
through that location is prominently 
displayed; or 

(2) A customer’s facility where haz-
ardous materials packages are accept-
ed by a carrier. 

§ 175.30 Inspecting shipments. 
(a) No person may accept a hazardous 

material for transportation aboard an 
aircraft unless the aircraft operator en-
sures the hazardous material is: 

(1) Authorized, and is within the 
quantity limitations specified for car-
riage aboard aircraft according to 
§ 172.101 of this subchapter or as other-
wise specifically provided by this sub-
chapter. 

(2) Described and certified on a ship-
ping paper prepared in duplicate in ac-
cordance with part 172 of this sub-
chapter or as authorized by subpart C 
of part 171 of this subchapter. See 
§ 175.33 for shipping paper retention re-
quirements; 

(3) Marked and labeled in accordance 
with subparts D and E of part 172 or as 
authorized by subpart C of part 171 of 
this subchapter, and placarded (when 
required) in accordance with subpart F 
of part 172 of this subchapter; and 
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